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TRANSVERSE TIE ASSEMBLY

(‘D=0° 5° and 10°) - (‘p’=15°, 20°, 25° and 30°)

47x4 " xb’ /P_ Washer for 0°, 15° 20° 25° and 30° Skews
“47x4"x'>"" (min.) Beveled Flate Washer for 5° and 10° Skews

Full Threaded Sleeve 4* long.
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LS” 4 Openi AJ” ¢ x 37-11" Rods
pening (Thread Each End 47)
L—Nut for 1”7 ¢ Rod See Note 4

SECT]UN ALONG TRANSVERSE TIE ASSEMBLY
(REQUIRED FOR 50° SPAN ONLY)

NOTES

Prestressing steel shall be uncoated high strength, sfress relieved r-wire
strand, Grade Z270.

The nominal diameter shall be " and the nominal cross-sectional area shall be
0.153 square inches.

Reinforcement bars shall conform to AASHTO M-31, M-42 or M-53, Grade 60.

On 0° 5° and 10° skews, alternate approved transverse tie rods of increased
segmental length are acceptable.

Rail Post anchor devices shall be cast into outside beam as elsewhere specified.

When Waterproofing Membrane System is specified, the fop surface of the beams
shall be finished in accordance with Article 504.06 of the Standard Specifications
except that the surface shall not be roughened by brooming. The finished surface
shall be free of depressions or high spots with sharp corners, and the fop edge of

keys c/m// be rounded or chamfered a minimum of 4"’

L ow-relagxation strands may be substituted for rhe ffress relieved strands. The in'tic
p/’6571u55//’79 force applied to each strand shall be the same as Tor the stress relieved
strands (28,900 [bs.).
Keyway surfaces shall be cleaned to remove form oil or other bond breaking material

prior to shipment of the beams. Cleaning shall be done by sandblasting the keyway areas
rhe top of the beam and the bottom edge of the key.
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P.P.C. DECK BEAM DETAILS

28° ROADWAY

21" x 48" BEAMS

STANDARD CB-2821-48
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